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INTELLIGENT
HORTICULTURAL SOLUTIONS

Genoa Horticultural Light

Installation Manual

The Genoa horticultural light is designed for use inside buildings such as greenhouses. It is rated IP65 to allow use in high
humidity, or where there is the possibility of splashes from irrigation systems or from hand watering. There are a number of
specifications shown in the table below, each having a specific horticultural application.
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LIGHT MODELS
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This manual covers the following models

1 GENOA-SUPSEED-WIDE-CASED-1CH-01.

GENOA-SUPFRUIT-WIDE-CASED-1CH-01.

GENOA-SUPBIO-WIDE-CASED-1CH-01.

GENOA-SUPFLOWER-WIDE-CASED-1CH-01.

GENOA-SEED-WIDE-CASED-1CH-01.

GENOA-FRUIT-WIDE-CASED-1CH-01.

GENOA-BIO-WIDE-CASED-1CH-01

00 N oo U AW N

GENOA-FLOWER-WIDE-CASED-1CH-01

» Please read instructions carefully before assembly and installation.

» Please keep this installation manual for future reference.

14617 |panyndipaoy pousy « TYNANVW NOILVTIVLISNI

HIE oo +44 (0)1635 294606 | info@i-hled.co.uk | www.i-hled.co.uk
e e e |Intelligent Horticultural Solutions, Unit 2, Berkshire Business Centre,
INTELLIGENT Berkshire Drive, Thatcham, Berkshire, RG19 4EW

HORTICULTURAL SOLUTIONS
A division of Intelligent Group Solutions Ltd

UJ
LEDXLight for you

powered by OSRAM

CERTIFIED PARTNER

OSRAM

Opto Semiconductors

20f9


mailto:info@i-hled.co.uk
https://www.i-hled.co.uk/

MAINTENANCE
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Use a damp cloth or sponge to clean the plastic LED lens cover. Do not apply pressure jets or allow water to enter the light. If this

happens turn off power to the light, un-install it and return to your distributor or the manufacturer using its original packaging.

SERVICE

There are no user-serviceable parts in the Genoa horticultural light. If the light fails or the LED light output falls at end of life, turn off

power fo the light, un-install it and return to your distributor or the manufacturer using its original packaging.

The Genoa light contains electronics, thus must not be disposed of in municipal waste. Contact your distributor or the

manufacturer to arrange for return or use a local WEE product refrievals company.

TECHNICAL DATA

‘ Electrical Specifications
Max Wattage

Nominal Supply Voltage
‘ Mechanical Specifications
Height

Diameter

Weight

Environmental Specifications
Max Ambient Temperature
Max Surface Temperature
P Rating

Cable Specifications
Length

Insulation Diameter

Insulation Material

230 W

240V ac 50Hz

223 mm
339 mm

3.7 Kg

35°C
80 °C

IP65 (For indoor use)

500 mm

7 mm

HO5RN-F Rubber
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TECHNICAL DRAWING
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ASSEMBLY

The light is supplied with the LED driver already connected. No internal connections are required by the installer.
To avoid damage, the hanging eye (1) is not fitted during transit, and must be installed before use.
Screw the eye into the threaded hole in the top of the light.

The hook should thread fully into the hole. Locate the locking screw (2) on the side of the hole and loosen it if necessary, to allow the
hook to be threaded fully into the hole.

Once the hook is fully inserted and tight, tighten the locking screw to stop the hook from moving.
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MOUNTING
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The light is designed to be suspended from above by attaching a chain to the eye. This can be the ceiling or suitable parts of fixtures

such as growing racks. A suitable chain will need to be supplied by the customer.

The weight of the light must be supported by the chain. No strain is to be applied to the supply cable.

1YB17 |panyndIoy Pousy « TYNNVW NOILYTIVISNI

LN ]
L N ]
INTELLIGENT
HORTICULTURAL SOLUTIONS

+44 (0)1635 294606 | info@i-hled.co.uk | www.i-hled.co.uk
Intelligent Horticultural Solutions, Unit 2, Berkshire Business Centre,
Berkshire Drive, Thatcham, Berkshire, RG19 4EW

A division of Intelligent Group Solutions Ltd

UJ
LEDXLight for you

powered by OSRAM

CERTIFIED PARTNER

OSRAM

Opto Semiconductors

6

of 9


mailto:info@i-hled.co.uk
https://www.i-hled.co.uk/

© IGS Version V1

ELECTRICAL CONNECTION

Installation must be undertaken by a qualified person, taking account of national / regional electrical regulations.

The light is supplied with a short length of flex which should be connected to the electrical supply as follows:

Wire Colour Connection to Supply
Brown Live

Blue Neutral

Green / Yellow Earth
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Power Input Cable

Terminal blocks are not supplied. It is expected that the installation provides suitable connection boxes to the installation final circuit.

The building installation should also provide circuit disconnection and overcurrent protection.
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IMPORTANT INFORMATION AND PRECAUTIONS
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Genoa Horticultural Lights are very bright when powered
up, so don't look directly at them. Turn the Genoa Grow
Lights away from you, and make sure you don't shine them
into anyone else’s eyes.

When operated, Genoa Horticultural Lights can reach high
temperatures - there is a risk of injury if touched.

&

DO NOT HOT PLUG ON LED SIDE OF POWER SUPPLY.

O

DO NOT TOUCH or PUSH on the LED as this can cause
irreparable damage.

SAFETY INFORMATION

@

The Genoa Horticultural Light itself and all its components
must not be mechanically stressed.

o

-

Damage by corrosion will not be accepted as a materials
defect claim.

@

To ease the luminaire/installation approval, electronic
control gear for LED or LED modules should carry the CE
mark and be ENEC certified. In Europe the declarations

of conformity must include the following standards: CE: EC
61374-2-13, EN 55015, IEC 61547 and IEC 61000-3-2 -
ENEC: 61374-2-13 and IEC/EN 62384.

The evaluation of eye safety occurs according to the
standard IEC 62471:2006 (“photobiological safety of
lamps and lamp systems”). Within the risk grouping system
of this CIE standard, the LED specified in this data sheet
falls into the class “moderate risk” (exposure time 0.25s).
Under real circumstances (for exposure time, eye pupils,
observation distance), it is assumed that no endangerment
to the eye exists from these devices. As a matter of principle,
however, it should be mentioned that intense light sources
have a high secondary exposure potential due to their
blinding effect. As is also true when viewing other bright
light sources (e.g. headlights), temporary reduction in
visual acuity and afterimages can occur, leading to
irritation, annoyance, visual impairment and even accidents,
depending on the situation.
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FURTHER INFORMATION

The values contained in this installation guide can change due to technical innovation. Any such changes will be made without separate
notification. Intelligent Horticultural Solutions is a division of Intelligent Group Solutions, delivering LED solutions to the rapidly evolving
and highly important horticultural lighting market.

All trademarks recognised.
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LEDs are producing revolutionary advancements in many areas of technology and life, but none more important than in horticulture. The
complexities and knowledge required are growing daily, with different plants requiring different spectral illumination and control.

Intelligent Horticultural Solutions (IHS) was formed in 2017 to support the development of products in the fast moving and exciting area
of LED lighting. We have brought together key horticultural LED manufacturers, leveraging their 20+ years of experience in general LED
lighting in order to offer development platforms and custom growing solutions.

IHS is part of the Intelligent Group Solutions Lid (IGS) group of companies founded in 2001. We operate from our head office in
Thatcham, Berkshire. Sister divisions specialise in a variety of opto and mainstream electronics distribution, design, prototyping and
assembly services.

INTELLIGENT GROUP SOLUTIONS DIVISIONS
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GROUP SOLUTIONS DISPLAY SOLUTIONS LED SOLUTIONS PROTOTYPE SOLUTIONS EMBEDDED SOLUTIONS
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