
TRENTO LED GROW LIGHT

Available in 100W and 240W options.

An ideal solution for grow tents. The Trento’s lightweight 
design combines an integrated heatsink for optimal thermal 
management, with a built in driver allowing for connection 

straight to mains. By providing a full spectrum output, the Trento 
acts as a primary light source, subjecting plants to multiple 
key wavelengths. Overall the Trento will improve both plant 
health and growth rates. The built-in lens gives a 120 degree 

coverage to provide even and uniform illumination of a 
standard grow tent. 

IHS LED grow lights 
offer superior quality at 

competitive prices

Full spectrum 
wavelength to increase 

and improve overall 
plant growth

Built in dimmer

IP65 protection

3 year warranty

Supplied with hanging 
ropes, wires and mains 

cable
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TRENTO-24W-UK

Power 240W

System efficacy 2.3 umol/J @ 220Vac

Current range 12.4A @ 100V, 0.87A @ 277Vac

Input voltage 100-240 Vac, 100-277 Vac, 50-60Hz

Power factor >0.90

Dimensions 600 x 300 x 78mm

Weight 4.89 kg

Operating temperature 0°C to 40°C

PPF output 552 umol/s

SPECTRAL POWER

300mm 300mm1247 umol/m2/s

745 umol/m2/s

464 umol/m2/s

225 umol/m2/s

450mm 450mm

600mm 600mm

900mm 900mm

TRENTO-100W-UK

Power 100W

System efficacy 2.3 umol/J @ 220Vac

Current range 1A @ 100V, 0.36A @ 277Vac

Input voltage 100-240 Vac, 100-277 Vac, 50-60Hz

Power factor >0.90

Dimensions 300 x 300 x 60mm

Weight 2.59 kg

Operating temperature 0°C to 40°C

PPF output 230 umol/s

SPECTRAL POWER

 

300mm 300mm676 umol/m2/s

337 umol/m2/s

200 umol/m2/s

95 umol/m2/s

450mm 450mm

600mm 600mm

900mm 900mm

SPECTRAL OUTPUT

380 480 580 680 780

Wavelength(nm)
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