
Physical Dimensions(Unit: mm/inch)

100-240VAC
/100-277VAC
50/60Hz

100W 240W

100W 240W

100W

100-240 VAC/100-277 VAC

0  to +40 (32° F to +104° F)℃ ℃

    300x300x60mm
(11.81"x11.81"x2.36")

240W

    600x300x78mm
(23.62"x11.81"x3.07")

- ℃ ℃40  to +70 (-40° F to +158° F)

1.62±0.3kg(3.57±0.66Lbs) 3.45±0.3kg(7.61±0.66Lbs)
2 x Ratchet Hanger Ropes

2 x V type Hanging Ropes

Accessories

1 x 2.5m Input CableOutlook Dimensions
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the light is on. 

Don't install into Don't install the light 
flat to the ceiling. 
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1. Dimming knob, adjust the 
light luminance according 
to different gear.

Rj12 network port can connect to two kinds 
of dimming controller :0-10V, PWM.

Power Plug

Connect the 
power cord here.

There are 2 dimming modes of the driver, each of them suitable for different 
application, and can not be used at the same time.

Note: If using RJ12 interface, set dimming knob to Ext.
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MAINTENANCE - Do not apply pressure jets or allow water to enter the light.  If this happens turn off power to the light, un-install it and return to your distributor 
or the manufacturer using its original packaging.

SERVICE - There are no user-serviceable parts in the Trento grow light.  If the light fails or the LED light output falls at end of life, turn off power to the light, un-
install it and return to your distributor or the manufacturer using its original packaging. The Trento grow light contains electronics, thus must not be disposed of in 
municipal waste. Contact your distributor or the manufacturer to arrange for return or use a local WEE product retrievals company.

MOUNTING - The light is designed to be suspended from above by the hanging ropes supplied, to suitable parts of a fixture that can withstand its weight. No 
strain is to be applied to the supply cable.


